VHF YAGI ANTENNA 138-174 MHz

290-70 VHF 6 element Yagi Antenna

Electrical Specifications m

Frequency Range, MHz (in splits) 138-174
Nominal Gain, dBd 9.5
Number of Elements 6
Bandwidth 2.0:1 VSWR, MHz (Ctr. Freq. %) 4%
Polarization Vertical or Horizontal
Horizontal Beamwidth (Vertical Polarization) 600
Vertical Beamwidth (Vertical Polarization) 500
Horizontal Beamwidth (Horizontal Polarization) 500
Vertical Beamwidth (Horizontal Polarization) 600
Front to Back, dB 17
Pattern Directional
Power Rating, Watts 350
Nominal Impedance, Ohms 50
Lightning Protection DC Ground
Standard Termination Type N Male
Length, in (mm) 108 (2743)
Width, in (mm) 42 (1067)
Weight, Ibs. (kg) 12.0 (5.4)
Rated Wind Velocity, No Ice, mph (km/h) 120 (177)
Rated Wind Velocity, 0.5” (13mm) ice, mph (km/h) 85 (137)
Lateral Thrust @ 100 mph, wind, Ibs. (kg) 65 (29)
Projected Area, ft2 (m?2) 2.4 (0.22)

Mounting Hardware Included 115-85 Clamp



BASE STATION ANTENNAS

290-70 Vertical Polarization
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290-70 Vertical Pattern (Vertical Polarization)
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Vertical Pattern (Horizontal Polarization)
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